
• Stainless Steel & Cast Iron Construction • 4” (10 cm) 
Heavy-Duty Insulation • Digital Temperature Control 

• 2300°F (1260°C) Maximum Temperature • Both Door & Top
Vents • Only 3” of Air Space Required Around Outside of Oven

Heavy, Ruggedly-Constructed 9 & 18-Case

Laboratory-Tested for Reliability
Muffle Dimensions

9-Case: 6 1/2”H x 9”W x 10”D (17 x 23 x 25 cm)
18-Case: 8”H x 12”W x 12”D (20 x 30 x 30 cm)
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Heavy, Ruggedly-Constructed 9 & 18-Case

EELLEECCTTRRIICC BBUURRNNOOUUTT FFUURRNNAACCEESS
Laboratory-Tested for Reliability

Large, Easy-Access MuffleLarge, Easy-Access Muffle



FFeeaattuurreess
• Stainless Steel & Cast Iron Construction
• 4” (10 cm)  of Heavy-Duty Insulation

Throughout Furnace
• Only 3” (8 cm) of Air Space Required

Around Outside of Oven
• Digital Temperature Control
• Utilizes Both Door & Top Vents
• Maximum Temperature of 2300°F (1260°C)

BBeenneeff iittss
• Durable, Long-Life
• Allows Touching of Outer Surface of Furnace 

Without Fear of Injury
• Furnace Can Be Placed Almost Anywhere

in the Laboratory
• Allows 4 Ramps, 4 Holds & 4 Set Points
• Insures Clean, Complete Burnout
• Allows Use of Most Dental Investments 

Specifications
ITEM:  Electric Burnout Furnace #407812
CAPACITY:  9-Case 
ELECTRICAL:  1800 Watts, 230V – 8A 
CABINET SIZE: 18 1/2” H x 22” W x 19” D

(47 x 56 x 48 cm)
SHIPPING WT:  95 Lbs (43 Kg)

ITEM:  Electric Burnout Furnace #407912
CAPACITY:  18-Case 
ELECTRICAL:  4800 Watts, 230V – 20A
CABINET SIZE:  20” H x 25” W x 21” D

(51 x 64 x 53 cm)
SHIPPING WT:  140 Lbs (63.5 Kg)

Let CMP’s Electric Burnout Furnaces Work for You Today!

CMP’s Electric Burnout Furnaces are constructed of a stainless steel case, heavy-duty angle
iron frame and firebrick. Interior firebrick is backed-up with solid block insulation that will not pack-down
or burn-out during prolonged use. Fast-firing at low amperage, these furnaces are digitally-controlled
with up to 4 ramps, 4 holds and 4 set points. Only 3” (8 cm) of air space is required around these units for
proper operation.  Door swings completely clear of working area for easy loading. CMP’s Electric Burnout
Furnaces are rated to a maximum temperature of 2300°F (1260°C).
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