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MICROINJECTOR M3

INSTALLATION
Connect the line of theOMPRESS AIR with the hose of 3/8".

Connect the power cord to the equipment and t@#8/110v . power source.
ENVIRONMENT CONDITIONS :

Operating temperatur® °C a 40 °C

Operating humidity30 % a 95 %

Pressure50lb to 140Ib

TECHNICAL SPECIFICATIONS

Power Sourcel10 V. (Optional 220 V)
Frequency60 Hz

Power:450 W

Fuse 5 Amp. (Measuresliameter 5 x 20 mm)
Maximum Pressure 12ar.

Maximum temperature : 400C — 800F

HEATER : BUILT IN
1' DIAMETER CARTRIDGES ( 25.44MM )
( VALPLAST- TCS- FLEXITE- FRS STD CARTRIDGES)

EXTERNAL DIMENSIONS OF THE EQUIPMENT

Height 245 mm.
Width: 710 mm.
Depth 210 mm.

Weight: 25 Kg.
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MICROINJECTOR M3

EXTERNAL DIMENSIONS OF THE CARTRIDGE PORT

Diameter 22-25 mm. In relation of the Cartridge that yelest.
Depth 140 mm.

CONNECTIONS

SIDE AND FRONT VIEW

SIDE AND/BACK VIEW
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